
Pegasus Part No. 3067 Alloy Steel Rod Ends, Metric (Aurora AW-M and AG-M Series)

Aurora AW-M (Right Hand) / AG-M (Left Hand) Alloy Steel Rod Ends, Female Metric Threaded Shanks
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6 6x1.00 14 30 9 7.00 19.00 11 13 13° 25 25,781 N 3067-M6x1.0-L or -R 

8 8x1.00* 17 36 12 8.75 22.25 14 16 18° 40 33,203 N 3067-M8x1.0-L or -R 

8 8x1.25 17 36 12 8.75 22.25 14 16 18° 40 33,203 N 3067-M8x1.25-L or -R 

10 10x1.25* 21 43 14 10.50 27.00 17 19 17° 80 50,227 N 3067-M10x1.25-L or -R 

10 10x1.50 21 43 14 10.50 27.00 17 19 17° 80 50,227 N 3067-M10x1.50-L or -R 

12 12x1.25* 24 50 16 12.00 30.00 19 22 17° 95 44,490 N 3067-M12x1.25-L or -R

12 12x1.75 24 50 16 12.00 30.00 19 22 17° 95 44,490 N 3067-M12x1.75-L or -R

14 14x1.50* 27 57 19 13.50 34.75 22 25 21° 160 71,741 N 3067-M14x1.50-L or -R

14 14x2.00 27 57 19 13.50 34.75 22 25 21° 160 71,741 N 3067-M14x2.0-L or -R

16 16x2.00 33 64 21 14.25 38.00 22 27 23° 215 76,291 N 3067-M16x2.0-L or -R

* Non-standard thread. † Divide by 10 to calculate the axial load rating.

Body: Alloy steel, heat treated, 
protective coated for corrosion 
resistance.

Race: Alloy steel, heat treated, 
protective coated for corrosion 
resistance.

Ball: Alloy steel, heat treated 
and hard chrome plated.

Lubrication: Self-lubricating 
PTFE liner.

These high-strength rod end bearings provide the ultimate 
in strength, durability, and safety.  The ball, race, and housing 
are all made with heat-treated alloy steels.  Tha ball is hard 
chrome plated, and the race has a PTFE fabric lining bonded 

to it.  These bearings are very resistant to loosening, even 
when subjected to the pounding they receive under racing 
conditions. Female threaded shanks only. Aurora AW-M-T 
(right hand) and AG-M-T (left hand) series.

Part No. 3067 Alloy Steel Rod Ends, Female Metric Shank

Aurora Rod End Bearings 

Suspension Technical Documents

X Groove indicates metric threads.
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